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40" STRAIGHT BOOM

A high performance,
telescopic boom lift
designed with extra power
and exceptional stability
for a wide variety of
maintenance, construc-
tion and the most
demanding high reach
access applications.
Rugged all-steel
fabrication for longer

service life.

The high capacity of the 40H is
enhanced by an optional 8 ft. (2.44m)
wide work platform enabling more
workers to fackle larger jobs.

PLATFORM

Large 36” x 60" (.91m x 1.52m) wide basket is standard. Tubular, welded
all-steel construction results in excellent durability. Wire mesh to midrail
keeps tools and materials within confines of the platform. Steel grate floor is
Skid-resistant and provides visibility when lowering platform. Powered rota-
tor is standard for flexibility in positioning platform. Capacity: 1000 Ibs. (454
kg.) and 750 Ibs. (341 kg.) restricted, 500 Ibs. (227 kg.) unrestricted. JLG’s
exclusive capacity indicator system incorporates a tri-colored tape design on
the boom with a capacity indicator wheel which revolves according to changes
in boom angle to determine allowable platform load. Higher capacity at the
higher (working) angles results in greater worker productivity.

ENGINE

A 63 horsepower-rated gasoline powered Ford LSG-423 water-cooled engine
for efficient, powerful operation, long service life and reduced maintenance.
Precision governor control regulates idle to help save fuel and lower operat-
ing noise. Optional 42 hp air-cooled Deutz F3L1011 industrial strength diesel
engine provides ample horsepower and efficient, reliable service when diesel
is the power source.

PLATFORM CONTROLS

Low maintenance moisture resis-
tant electric/hydraulic proportional
controls provide smooth opera-
tion for Drive, Lift and Swing.
Ramping feature delays full power
on and off for smooth starts and
slops. Telescope, Steer, Platform
Leveling,Platform Rotate, Drive
Speed, Engine Speed,Wheel Motor
Speed, Ignition/Start, Auxiliary
Power, Horn, Emergency Stop, 5
degree Slope Light and 110V
Receptacle included. 12V DC aux-
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operation for lowering in the event  standard rotator aides in platform positioning.
of main power loss. Optional sys-

tems include pilot-operated hydraulic controls for Lift, Swing, Telescope and
Drive functions. Low pressure hydraulic oil is used to signal a chassis-mount-
ed main control for smooth operation.

GROUND CONTROLS

Reciprocal control of boom functions allows complete operation from ground
during maintenance and emergencies. Complete instrumentation includes
Platform/Ground Selector Switch, Overrides for ground user control of Lift,
Swing and Telescope, Keyed Master Switch, Ignition/Start Controls, Auxiliary
Power, Manual Descent for boom retract and lower.

HYDRAULIC SYSTEM

High flow three-section gear pump provides substantial flow to allow multi-
function machine aoperation. Large volume, open center, vented reservoir
enables constant recycling of hydraulic oil to mainfain low system tempera-
ture. Proportional control valve provides infinitely variable control in direct
proportion to platform control lever movement.




MACHINE SPECIFICATIONS

DIMENSIONS 40H (2WD) 40H (4WD)
Aot 101t
PLATFORM HEIGHT . I
461t a6t
WORKING HEIGHT N T
36X 60 x 44 36" X 60 x 4°

PLATFORM DIMENSIONS-STD.

91mx152mx1 11m N

L gimxisamr it

PLATEORM (restricted)
CAPACITY  (unrestricted)

1000 Ibs. (454 kg.) 750 ls. (341 kg)
| 500lbs 27 ko)

mon Ibs (454 kg.) 750 Ibs. (341 kg)
L Bbbs 227 kg

251t 2in. 25ft., 2in.
STOWED LENGTH T R
7., 10in.
STOWED HEIGHT Wl e
7. 11in
WIDTH T S
TARSWING 2ft.10in. 21t 10in
S R
(1) 11,600 lbs. (1) 12,000 Ibs.
GROSS WEIGHT (approx) 8 N 2 ;
1)y 5.266 K, {1):5,448 k.
ENGINE (gas) 63 HP @ 2800 rpm 63 HP @ 2800 rpm
(diesel) L HP@s00 M. 42 4P @ 3000 rpm
39 gpm @ 3000 rpm 39 gpm @ 3000 rpm
MAIN PUMP OUTPUT s " ; ) - ! 4
148 Limin. 148 Limin:
475 gpm 4.75 gpm
AUXILIARY PUMP OUTPUT " . &
18 Lmin. 18 Lmin,
37 U.8. gals. 37 U.S. gals.
HYDRAULIC TANK CAPACITY
140.2L 140.2L
37 U.S. gals. 37 U5 gals.
FUEL TANK CAPACITY
14021 1402L
4.5 mph 4.0mph
TRAVEL SPEED . 2
7.2 kit 6.4 kethr
25% 40%
GRADEABILITY "
R H oo
TURNING 16ft., 6 in. 160t 6.
RADIUS A
(outside) SR A A 51m
334 0in. 33t 0in
HORIZONTAL REACH :
10:1m S0m
TIRES T T (2)128:x:15
WHEELBASE 921n 92in.
2.34m 2.34m
11in. 11in.
GROUND CLEARANCE SR SR

(1)GVW may increase to meet country standards or with the addition of optional equipment.
(2) Also available with hi-flotation 14 x 17.5 tires; ground clearance increases to 13" (33cm).

7'10" 2.39M
STOWED HEIGHT

25' 2" 7.67TM

STOWED LENGTH

GROUND =5
CLEARANCE — &

40H REACH DIAGRAM

1000 LBS (454 KG)
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40H+6 REACH DIAGRAM

(JLG's Patented Extend-A-Reach Feature)
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REACH IN FEET/METERS FROM AXIS OF ROTATION
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